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DEG Deaerator

The O EG deaerators are devices at atmospheric pressore designed tor the thermophysical degassing
of the s,eam boiler ieed wa,er. The degassing process is performed by means of a comrolled steam
injection inside the storage tank in order 10 increase the internal water temperature. This appliance is
part of the condition provided by the Art. 3 Par. 3 of the PEO Oirective 2014/68 / EU.

Provided with:

- steam diffuser pipe inside the tank

- sheet steel support saddles able to ensure unit support

 insulating coating with high density minerai wool and aluminium sheet finish

The deaeramr is available in the S23SJR steel or AISI 304 stainless steel versions.

TECHNICAL DATA

DEG-P Total capacity Deaeration capacity Steam consumption Operating weight
| I/h kg/h kg
500 500 500 65 140
1000 1000 1000 130 330
1500 1500 1500 195 415
2000 2000 2000 260 550
2500 2500 2500 325 650
3000 3000 3000 390 700
4000 4000 4000 520 1050
5000 5000 5000 650 1250
8000 8000 8000 1040 1800
10000 10000 10000 1300 2100
12000 12000 12000 1560 2600
15000 15000 15000 1950 3000
20000 20000 20000 2600 3800
25000 25000 25000 3250 4200
30000 30000 30000 3900 4500
40000 40000 40000 5200 5300
50000 50000 50000 6500 6200
Standard equipment

Thermoregulating unit tor temperature maintenance (90°C) in the storage tank including:
- automatic or pneumatic modulat:ing t\vo-way valve

« temperature senscr

» steam fi:ter

« 2 shut-off glebe valves

- bypass globe valve

Blowdown unit including:
« bypass globe valve

Make-up feed water unit including:
» water solenoid valve

- water filter

« 2 shut-off ball valves

« bypass ball valve

Automatic conductivity probe level regulator including:
- solenoid valve opening and closing prcbes
 probe for alann and low level signamng

Boiler control panel IPSS 1/N - 230V SO Hz
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DIMENSIONS
DEG-P Dimensions

H (mm) L (mm) P (mm)
500 100 830 1800
1000 1250 1030 2140
1500 1250 1030 3040
2000 1550 1300 2380
2500 1550 1300 2980
3000 1800 1480 3060
4000 1950 1630 2940
5000 2150 1830 2880
8000 2150 1830 4230
10000 2150 1830 5450
12000 2377 2130 5028
15000 2473 2230 5528
20000 2650 2200 6810
25000 2550 2100 9050
30000 2800 2410 8600
40000 2960 2550 9300
50000 2960 2550 1400

DEG model codes

DEG INOX model codes

Models Codes Models AISI304 Codes

500 85500015 500 85500300
1000 85500012 1000 85500044
1500 85500026 1500 85500046
2000 85500028 2000 85500035
2500 85500025 2500 85500302
3000 85500005 3000 85500304
4000 85500014 4000 85500306
5000 85500016 5000 85500032
8000 85500018 8000 85500310
10000 85500022 10000 85500312
12000 85500031 12000 85500036
15000 85500037 15000 85500314
20000 85500043 20000 85500315
25000 85500021 25000 85500316
30000 85500395 30000 85500390
40000 85500403 40000 85500404
50000 85500405 50000 85500406
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